


code 7040.000, 7041.000, 7042.000

SMART RHEO Single and twin bore bench-top Capillary Rheometers
• Single Bore Smart Rheo 1000
• Single/Twin Bore Smart Rheo 2000

Standards
The Smart Rheo is designed to meet

the following international standards,

concerning capillary rheometers for

polymeric materials:

• ISO 11443

• ASTM D 3835

• DIN 54811

And other equivalents.

Introducing the Smart Rheo
Smart Rheo is CEAST’s latest product  line for capillary rheometry, meeting

market demands for a compact reliable and advanced instrument. 

It offers the same high quality construction and working flexibility of the 

top-range Rheologic Line. The Smart Rheo 1000, with a maximum force range

of 10 kN, is the best solution for Quality Control, with compact single bore 

barrel and a simplified die design and handling system.

Optional features include die swell detection and a system for feeding a 

nitrogen blanket (to test materials like PET). 

The Smart Rheo 2000, with a maximum force range of 20 kN and a higher

capacity barrel for wider characterization, is available with single bore or twin

bore barrel, representing a powerful tool for Research & Development as well 

as for Quality Control. More optional devices can be added according to CEAST

“modular” philosophy, including a stretching unit and a PVT system. 

All Smart Rheo instruments are equipped with brushless servomotors driving

pistons with a speed range reaching a 200,000:1 ratio, two PT100 temperature

sensors and advanced user-friendly software for full monitoring and 
management of tests through a PC.

The modern and compact design comes together with a rigid frame and 

accurate temperature control, and a special commitment to operator safety 

and instrument durability. Also included are high powered heaters for minimum

delay in reaching test temperature, and rapid recovery of temperature after 

loading the sample.

For the operator safety and comfort, a fume extractor circuit is provided.

Smart Rheo 2000 Twin Bore
equipped 
with Stretching Unit option

Semi-automatic 
cleaning

Semi-automatic cleaning device

This unique pneumatic cleaning device allows a quick and easy cleaning of
the barrel. It is self contained into the instrument body, totally safe an always
ready to use. Even unskilled operators can perfectly clean the barrel with
few movements and no efforts.
The device is available for all the Smart Rheo models.




